A|titude® Height-Adjustable Tops and Bases

Altitude adjustable-height bases are available in three styles:

3-Stage Electric T-Leg Base 2-Stage Electric
with C-Leg Base with .
Rectangular Worksurface Rectangular Worksurface 2-Stage Electric

C-Leg Base with
Corner Cove Worksurface
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Base Style: 3-Stage T-Leg Base 2-Stage C-Leg Base
Dimension Location: E1
Altitude Top: Edge of Edge of Edge of Edge of
(Surface dimensions are table to Between |table tothe| table to Between Between |table to the
nominal. Actual widths are outside of legs outside of | outside of legs legs outside of
reduced by 2") leg leg leg leg
24" x 48" Rectangle — — — 2%" 37" — 127%"
24" x 54" Rectangle 24" 41%" 10%" 2%" 43" — 127%"
24" x 60" Rectangle 2" 474" 10%" 2%" 49" — 127"
24" x 66" Rectangle 2" 534" 10%" 2%" 55" — 127"
24" x 72" Rectangle 2" S9uL" 10%" 2%" 61" — 127"
30" x 48" Rectangle — — — 2%" 374" - 177"
30" x 54" Rectangle 24" 41%" 13%" 2%" 43" — 177"
30" x 60" Rectangle 214" 47" 13%" 24" 49v," = 17%" 2-Stage
with C-Legs
30" x 66" Rectangle 2" 53%" 13%" 2%" 55" — 177%"
30" x 72" Rectangle 24" 59" 13%" 2%" 61" — 177%"
60" x 36" Corner Cove — — — 754" 42%" 26%" —
60" x 48" Corner Cove — — — Th" 42%" 37%" —
72" x 36" Corner Cove — — — 7" 54%" 26%" —
72" x 48" Corner Cove — — — 75" S4%" 37%" —
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Altitude®

Height-Ad;j

ustable — Specification Information

Height-Adjustable Worksurfaces, Bases, and Controls

Height-Adjustable Worksurfaces (page 6)

Height-adjustable worksurfaces are available in laminate with flat edge
and rectangular veneer with matching square edge.

Worksurface dimensions are nominal. Actual widths are reduced by 2"
(1" each side). Corner cove depth is nominal, actual is 1" less.

Altitude worksurfaces are pre-drilled with mounting location for bases.
Any open span 60" and greater requires an external support channel.
Altitude corner cove and 66"-72"W rectangular worksurfaces include
an external support channel.

Rectangular worksurface grommet location is limited to center
location due to mounting of worksurface supports at each end of the
worksurface.

Load capacity is 300 pounds for 2-leg models and 450 pounds for 3-leg
model, including weight of worksurface.

Height-Adjustable Bases (page 7)

Electric height-adjustable base units are available in three styles:
3-Stage with T-Leg, 2-Stage with C-Legs, or 2-Stage C-Legs with
three legs.

T-Leg model is only available in Platinum, no paint color code is
required.

3-Stage models travel at 1.3" per second. 2-Stage models travel at
1.5" per second. Motor devices have a continuous cycle time of 2
minutes with an 18 minute rest period before it can be cycled again.
Control box is powered by 110-120V/60Hz/4A. Standby power is

< 0.1 Watts. Power cords on C-Leg models are 10'; and 6'6" on
T-Leg model.

Pedestals taller than 24%" for C-leg models and 21" for T-Leg model
when placed under table will limit range in lowest position.

Mobile box/file pedestals will clear feet on height adjustable base but
will extend past edge of worksurface in that position. See chart on
page 4.

Moving worksurfaces can collide with other components. It is
important to ensure free range of motion prior to operating the table.
All tables have adjustable glides providing %" adjustment on C-legs
and 5" adjustment on T-Legs.

The no crossbar design of the C-Leg exceeds knee clearance
recommendations and provides optimal undersurface mounting
capability.

Memory Controls (page 7)

Optional control box allows for 3 memory set user heights with

Cable & Wire Management

Wire Basket attaches under worksurface
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Cable Management Tray (page 7)
o Attaches under the worksurface to contain cables.
e Metal tray shelf is 4" deep. Can hold electrical power strip and/or

surge protector.

e 24" and 36" lengths, use multiple units for larger worksurfaces.
o Attachment hardware included, specify paint color.

Wire Management Channel (page 7)
o Self adhesive backing to attach to panels and underside of

worksurfaces.

o Flexible strips allow cabling to enter/exit and can be contained inside
the 2-cavity profile.
e Each cavity provides space for a maximum of six

22" dia. cables

. Total capacity = 1 sq. in.

Wire Basket (page 7)

e Offered in 42",

54", and 66" widths — actual dimensions are 40%",

52%", 64%". Mounts below a worksurface.

e Model includes

basket and two vertical hanging supports.

e Verticals must be placed 18" or more apart from one another and
must be within 15" from each end of a basket.

e Vertical must be centered on basket width

e Wire basket is made of 0.148" diameter steel wire.

o Basket is PR6 (silver) powder paint and support verticals are silver

ABS plastic.

C-Leg model, or 4 memory set user heights with T-Leg model.

Privacy Screens available for Altitude Rectangular Tables

e Data capacity: 72 cables.
e Maximum load is 25 pounds.

Altitude Table Stride Landscape Stride Painted Involve Laminate Involve Glass
Surface Screen Wood Screen End Screen End Screen
Rectangular See Stride Price List See Stride Price List See Storage Price List See Storage Price List

Top Page 143 Page 143 Page 147 Page 147

48"W — — 36"W —

54"W 48"W 48"W 36"W 48"W

60"W 30"W 30"W, 36"W 36"W, 42"W, 48"W —

66"W 30"W, 36"W, 42"W 30"W, 36"W , 42"W 36"W, 42"W, 48" W, 54"W, 60"W 36"W, 42"W

72"W 30"W, 36"W, 42"W, 48"W 30"W, 36"W, 42"W, 48"W 36"W, 42"W, 48"W, 54"W, 60"W 36"W, 42"W, 48"W
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